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INSTALLING YOUR NEW APPLIANCE
Unpacking
ENVIRONMENT

Front face of bench
aligned to front corner
edge of cabinet.

Most of the packing materials are recyclable. Please
dispose of those materials through your local
recycling depot or by placing them in appropriate
collection containers.
Important – check for any damages or marks. If you find
the refrigerator is damaged or marked, you must report it
within 7 days should you wish to claim for damage/
marks under the manufacturers warranty. This does not
affect your statutory rights.

NOTE: Doors are designed to sit proud of
cabinetry (not flush). The clearances shown
above are the recommended minimum
clearances.
Installing your refrigerator

Clean your refrigerator thoroughly following the
instructions in the “Cleaning” section and wipe off any
dust that has accumulated during shipping.

Allow the following clearances for ease of installation,
proper air circulation, and plumbing and electrical
connections:

Locating the refrigerator
913

746

CAUTION
Automatic aerosol systems (such as insect control)
should not be located adjacent to the product as the
spray may cause long term damage to the external
plastics of the appliance.
1782

Do not put the refrigerator in a location that is too cold
or is unprotected, for example in a garage or on a
veranda. The ambient temperature should be above
10°C.
Put the refrigerator in a dry place avoiding areas of high
moisture or humidity.
Ensure the refrigerator is located on an even surface.
Adequate ventilation around your refrigerator
The diagram below shows the recommended airspace to
allow for ventilation of your refrigerator.

10 mm

35 mm

RECOMMENDED
CLEARANCES

NOTE: If your refrigerator is placed with the door
hinge side against a wall, you may have to allow
additional space so the door can be opened
wider.
25 mm

10 mm

When positioned in a corner area, spacing of right
side at least 219 mm and left side at least 310 mm on
the hinge side will allow the doors to open enough to
enable the removal of bins and shelves.

25
mm

Door opening
Your refrigerator should be positioned to allow easy
access to a counter when removing food. For best use of
refrigerator drawers and freezer baskets, the refrigerator
should be in a position where both can be fully opened.

CAUTION
LED lighting
Your appliance is fitted with long life LED lighting. In the
unlikely event the LED lights should fail, then the LED
lights should be serviced by the service agent, to avoid a
safety hazard. Refer to the warranty page for contact
details.

Cabinet Leveling & Refrigerator Door Alignment
(if necessary)
Guidelines for final positioning of your refrigerator:
•

All four corners of the cabinet must rest firmly on the floor.

•

The front should be slightly elevated to ensure that doors
close and seal properly.

•

Doors should align with each other and be level.

Flipper Mullion
Adjust Flipper Mullion for proper connection with the
mullion guide by ensuring the flipper mullion is folded
and perpendicular to the fresh food door. If the
mullion guide is not in the correct position, it could
prevent the door from closing completely.

Most of these conditions can be met by raising or
lowering the adjustable front rollers.
To level the cabinet using the front rollers:
1.
2.

WRONG

Slightly open freezer drawer if the toe grill is installed. Lift
the toe grill and gently pull forward.
Make initial cabinet adjustments by using the front roller
height adjusting screws. Use a 3/8 inch socket wrench to
turn the adjustment screws (1 per side).
To raise: turn adjustment screw clockwise.
To lower: turn adjustment screw counter clockwise.

3.

Ensure both doors are bind-free with their seals touching
the cabinet on all four sides and that cabinet is stable.

4.

After unit is leveled, lower anti-tip leg using a 3/8 inch
socket wrench until it firmly contacts the floor.

Installation of air filter (selected models)
The air filter is located in the top center of the fresh food
compartment.
To ensure optimal filtering of refrigerator odors, you
should change the air filter every six months. Your first
complimentary air filter can be found in the crisper.
1.

Remove the air filter cover by squeezing the sides of
the cover together and removing from liner

2.

Remove the old filter and discard it.

3.

Unpack the new filter and slide it into the housing.
The open face must (carbon media) of the filter
should be installed facing the air port (hole) in the
multiflow.

4.

Replace the air filter cover by squeezing the sides
and snapping it back into place.

To make final door height adjustments:
1.

Open freezer drawer to make lower hinge visible.

2.

Insert 6mm Allen wrench into the shaft of the lower hinge.

3.

Adjust the height by turning clockwise or
counterclockwise. Turning clockwise will lower the door.
Turning counterclockwise will raise the door. Default
setting is to the lowest height when you receive your
appliance.

Raise

Air Filter

